
Basic Usage 1 

① After the installation, turn on the BEWITHSTATE and make sure 

    of the starting logo showing on the display.

② Connect the USB cable from the PC to the BEWITHSTATE.

③ Load the BEWITHSTATE software.

④ Choose the Port from the Setting(C) on the menu bar.

↓
⑤ Choose the larger number from 

    the Serial Port dialog box if there 

    are more than 2 COMs, and click OK.  

    This completes the connection with 

    the BEWITHSTATE. if the connection 

    fails, check the power supply cable 

    and USB connection and start over 

    from ①. 

     
　 
　 
　 
    
    

 



② Enter the number of the BEWITHSTATE you wish to adjust. 

    The main BEWITHSTATE's number should be 1.
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① Enter the number of the BEWITHSTATE connected. 

    If there is only one BEWITHSTATE, enter 1. 

    If there are 2, enter 2, and so on.

　 
    
　 

③ Enter the furthest distance from 

    the driver's head to the speaker.    
    

④ Click "YES" when the MM-1 is 

    connected. If not, click "NO".   
    
    

Click "Store System" to read the data 

saved on the BEWITHSTATE.

⑤ Click here when all the information 

    is entered. The confirmation dialog box 

    will show up after the loading.

    
    
    

※ Please enter the information into the Installation sheet before the adjustment.
　 ↓
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BEWITHSTATE output terminals

→Closeup of these terminals

These are the input terminals.
↑↑↑
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Enter the high pass crossover frequency 

of the tweeter first for preventing the 

tweeters from getting too low frequency.

 Click here to choose the equalizer screen.

 Equalizer 1-2 for tweeters

 Equalizer 3-4 for mid woofers

 Equalizer 5-6 for sub woofer

The SLOPE is fixed at -18dB/oct.

The LEVEL is in negative number setting. 

It will not be in positive number setting.

The PHASE switches the phase. The right 

and left channels can be set separately.

←

MUTE ON - No sound, 

MUTE OFF - Sound comes out.

(The default setting for all the channels of the 

MUTE is ON.)

  

 
 

Click LOAD to load data to the BEWITHSTATE when all the 

adjustments are completed.

The TIME ALIGN. can be set in 0.77cm 

increments.

←

When using 1 sub woofer, connect it to the left channel 

and click "MONO" in STEREO/MONO.  

Click "ON" in MUTE for the right channel.
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